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Magnetic Tools

54000 GT ) Magnetic Induction Block

Features:

h Non-magnetic GT1, GT2 and GT3 can be
magnetized after inducted on any magnetic chuck
applying for as plate or 45 fixture.

GT1

A Itis used as auxiliary tool by applying with magnetic
chuck for holding round, thin or shapes that difficult
to hold.

A There are mainly two types of induction blocks,

rectangle and M shape for different processing
demands.
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Order No. | Model | L w H | Qty | N.W.

54000-10 | GT1 | 100 | 50 | 25 2 2kg
54000-20 | GT2 | 49 58 | 46 2 |1.7kg

54000-30 | GT3 | 100 | 58 | 46 1 3.4kg

AT1

AT2

Unit:mm

Order No. | Model | L w H | Qty | N.W.

54010-10 | AT1 | 100 50 | 25 2 | 1.2kg
54010-20 | AT2 | 49 58 | 46 2 |1.2kg
54010-30 | AT3 | 100 | 58 | 46 1 |1.2kg




s Features :

A Made of iron and copper with brazing welding fixed,
cancutinany shapes and will not deform easily.

A |t will be magnetized after inducted on any
magnetic chuck applying for as plate or 45° fixture
and used as auxiliary tool for holding round, thin or
shapes that difficult to hold.

h There magnetic block itself is not mannetic,and it
can be magnetic by placed on a magnetic chuck,
which can then be used for effective processing.

A 20% magnetic force reduced when thickness over

ad 2 25mm.
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Unit:mm
Order No. Model L w H Pole pitch Qty N.WV.
54020-01 HTW-150 150 75 25 2(1+1) 1 PCS 2.2kg
54020-02 HTWW-300 300 75 25 2(1+1) 1 PCS 4 4kg
54020-03 HT-75 72 45 22 5(2+3) 2 PCS 1.2kg
54020-04 HTV-60 65 60 40 5(2+3) 2 PCS 2 .5kg
54020-05 HT-100 100 50 25 5(2+3) 2 PCS 2.0kg
54020-06 HT-150 150 75 25 5(2+3) 1 PCS 2 2kg
54020-07 HT-300 300 75 25 5(2+3) 1 PCS 4 .4kg
54020-08 HTL-100 100 50 25 5(2+3) 2 PCS 2 .0kg
54020-09 HTL-150 150 75 25 5(2+3) 1 PCS 2.2kg
54020-10 HTL-300 300 75 25 5(2+3) 1 PCS 4 .4kg




Magnetic Tools

54030 GVH ) Magnetic V-block

Features:

b Suitable for applying as a plate or 45" fixture and
used as auxiliary tool for holding round, thin or
shapes that difficult to hold.

h Light grinding, milling, tapping, drilling is
applicable.

k. Strong mag. force on top, bottom and V groove.

bk Suitable for applying two types accuracy job,
standard or special.

b On/Off switch, easy for operation and portable.

GVH3

=
p-J
)
=
m
=
o
—'
o
o
r
w

ON =

[N
—

90
Unit:mm
Order No. Model Mag. Force Specification N,
Round Flat L W H
54030-10 GVH1 55kgf 70kgf 80 56 72 1.8kg
54030-20 GVH2 90kgf 110kgf 115 76 100 5.1kg
54030-30 GVH3 S5kgf 70kgf 120 61 73 3.1kg
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GVH30
Features:

b GVH30/40/60 are suitable for applying long or
round workpiece.

A Suitable for holding round or rectangle shape
steel for precision measuring, marking and
grinding.

b Two pieces in a set with uniform spec. for standard

GVH40 and accuracy.
A On/Off switch, easy for operation and portable.

h Soldina pair.

GVH60
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Unit:mm
: Specification
Order No. Model Mag. Force | Capacity L W H N.WW.
54040-30 GVH30 15kgf 250 70 40 50 2kg
5404040 GVH40 20kgf ©80 100 50 80 6kg
54040-60 GVHG60 23kgf 2125 150 50 100 10kg




Magnetic Tools

54050 BA ) Magnetic Square Block

Features:

A Suitable for holding round or rectangle shape
steel for precision measuring and marking.

A Magnetic suction is available on both sides,top
face & v-face.

b V-face is provided at 2 sections each at right angle
for easy application.

A Precisely ground and inspected.
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Unit:mm
V-Face Holding Power Flat-Face Holding Power
Order No. Model
Steel Castiron Steel Cast iron
54050-10 BA1 30kgf 25kgf 50kgf 30kgf
54050-20 BA2 60kgf 35kgf 180kgf 100kgf
Specification
Order No. Model N.W.
w L1 H L2 P1 P2 P3 a'b
54050-10 BA1 100 100 100 43 17 4 12 26 6.3kg
54050-20 BA2 150 1150 150 56 2015 5 19 B2 21.3kg
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54058 . bsm ) Double-Sided Permanent Magnetic Chuck

Features:
h Suitable for surface grinder, EDM & forinspection
& — S purpose.
P A Lightweight & operation simple.
L)

\J A Good in waterproof.

1 b Other lateral faces also have magnetic.
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Unit:mm
Specification i
Order No. Model Spec. Pole Pitch N.W.
L W H
54058-01 DSM-15 50x150 150 . 3.5kg
54058-02 DSM-20 50x200 200 50 58 2(1+1) 4.7kg -
54058-03 DSM-25 50x250 250 . ‘ ‘ 5.9kg §
g
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54060 @mwL ) Permanent Magnetic Chuck 5
o
o
60 - Features : ®
. =
MWL-A | == A b Suitable for applying in grinding, milling, EDM,
: / 50 Wire Cutting and measuring machines.
o

b Attractions are available on several faces and
capable of holding small and thing workpieces.
Attraction can be adjustable and prevent distortion.

A Suitable for processing 90°fixture.

b Applying two magnetic chucks for shifting
processing, easier and efficient.

b Easily to disassemble workpieces when OFF, no
magnetic force remained.

Unit:mm
Order No. Model Pole Pitch N.W.
54060-01 MWL-A | 10(2+6+2) 3.5kg

54060-02 MWL-B | 2(05+1.5) | 7.5kg

(Wire cutting machine applicable) 54060-03 MWL-C 2(1+1) 3.7kg




Magnetic Chuck

54065 wmwr )) Stainless Steel Square Permanent Magnetic Chuck

—

Features :

Example:
P b As example shown, the ground work-piece is taken to

a datum surface on the datum side of the magnetic
chuck, and then the uppermost surface is ground to
obtain both sides for precision squareness surfaces.

b Bottom plate is made of SUS420 for rusty resistance
and the top plate is made of SUS304 & SS400 with
heat treatment and maintanence shall be carried out
for SS400 after use. Applying ceramic-like magnet with
good wear-resistance.
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b Squareness with datum and each sides is within
0.003mm.

r—Lj

Pitch(0.4+1.0)
L

Unit:mm

Order No. Model W L H Pole Pitch N.W.

54065-01 MWT0813 80 130 65 7.0kg
54065-02 MWT1020 100 200 65 1.4 (0.4+1.0) 10.0kg
54065-03 MWT1515 150 150 80 25.0kg

CcO07



Order No.

Features:

b Suitable for applying workpiece inspection of
vertical auxiliary by using its magnetic force to
achieve stability.

A Sub-zero treatment and HRC56  ensure its
accuracy, material SKD11 is applied forlts base.

b Squareness and parallelism are within £+0.002mm.
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Unit:mm

Model W L L1 P L2 3 t t2 H H1 | N.VW
5407010 MW307S 75 175 | 130 | 1+1 180 65 67 20 111 30 | 9.7kg
54070-20 MW407S 100 | 175 | 130 | 1+1 180 65 67 20 136 30 | 13kg
54070-30 MW510S 125 | 250 | 205 | 1+1 | 255 65 67 20 161 30 | 23kg




Sine Plate

54080 _ s»

Features:

A Tapped holes in top plate 3" x 6", 5" x 6" for fixing
workpieces.

b Sgaureness within 0.0002"

b Parallelism within 0.0002" / 4",

b Center distance of rolls within 0.0002".

A Adjustable angle 0-60°
Thread hole

c @%ﬁ% ) &b
. & & &
Unit:Inch
Order No. Model A o D Trr::?:d N
54080-15 SP36 49k
54080-25 SP56 : 228 ;ig; 5 1/4"-20UNC 7kgg
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54090 _sv

Features:

A Tapped holes ontop plates for fixing workpieces.
b Sqgaureness within 0.005mm (0.0002")

b Parallelism within 0.005mm (0.0002") / 100mm

b Center distance of rolls within 0.005mm. (0.0002")
A Adjustable angle 0-60°.

Thread hole
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Metric A
Inch
Thread
Order No. Model A (o3 D Fole N.W.
54090-10 175 100 60 75 Méx1.0
SP47
" 54090-15 i 2.362 3 1/4"-20UNC 6.5k
54090-20 150 150 60 100 M6x1.0
54090-25 Sl 6 2.362 5 1/4"-20UNC 8.1kg
54090-30 300 150 60 100 M10x1.5
54000-35| o 012 12 2362 5 Faeung 2K
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F et

Features:

b Widely applied on grinding or milling machines
with compound angle adjustable.

b Made of quality steel, hardened to 55°~ 58°.
b Parallelism within 0.005mm(0.0002") / 100mm
A Center distance of rolls within 0.005mm (0.0002").

A Adjustable angle 0-60°.

Thread hole
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Metric
Inch
Order No. | Model A B c D E Ihsaad N.W.
hole
54100-10/// 175 /| 100 100 / 100 |75 MEX1.0
CSP47 / / y / // 9.7kg
/ e
54100-15 7 4 4 5 3 1/4"-20UNC
54100-20 150 150 100 100 100 M6x1.0
CSP66 12.2kg
54100-25 6 6 4 5 5 | " 1/4"-20UNC
a
5410030 - 300 | 150 / 100 1200 100 M1 Ox1_5/
e cspet2 | / ’ ) 23.4kg
3 ' o
| sat0038 'y / s |/ 4 0 . T—




Sine Magnetic Chuck

54110 SPM ) Economy Sine Magnetic Chuck

Features:

b This Sine Magnetic Chuck provides user-friendly
and cost effective.

A Parallelism within 0.003mm / 100mm

b Center distance of rolls within 0.005mm.

b Adjustable angle 0-60°For sine angle calculation

referto 55070
]_E—Eﬂ

A .
a O
Metric Pitch(1+3) — D I
Inch A
Order No. Model A B (o4 D E N.W.
5411010 175__— | 100 854 |75 47
sa11045 | SPATM 7 4 3.4 3 785 10.4kg
54110-20 150 150 85.4 100 47
5411025 | SPEM 6 6 3.4 5 1.85| 12:6kg
54110-22 250 125 185.4 100 47
2 a7 |  SPSIOM 10 5| 34 4 185 17.8kg
54110-30 85.4 100
g sat10.35 | SPotam 300 55 1180 4 3.4 5|4 785 264g
g 54120 csPm) Compound Sine Magnetic Chuck
m
) Features :
—'
8 A Base is hardened with precision ground and high
o rigidity.

A Parallelismwithin 0.003mm/100mm
b Center distance of rolls within 0.005mm.
A Adjustable angle 0-60°For sine angle calculation

referto 55070
__ _Pitch(1+3)
[LLLLETEER LT { |
o EemEe—E——1 HE "
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Metric ' D ‘ E
Inch A B
Order No. Model A B (0] D E F N.W.
5412010 — 175 100 1237 100 "1 75 a7
Y 412015 | CSPAM 7 4 49 5 3 1.85 13:5kg
54120-20 150 150 1237 — 1100 100 47
54120-25 |  CSP66M 6 6 4.9 5 5 1.85| 16-8kg
54120-22 250 125 1237 | 200 100 a7
//’”5’4’1'55-27 CSP510M 10 5 e t” A 15| 23-4kg
54120-30 300 150 1237 — | 200 100
54120-35  CSP612M 12 5 49 10 5 | 471 gs| 325k




Features :

b Suitable for thin and small workpiece processing.
h Parallelism within 0.003mm /100mm

A Center distance of rolls within 0.005mm.

b Adjustable angle 0-60°For sine angle calculation

referto 55070
=
o Liex
Mo | Pitch(0.5+1.5) D 0
Inch s L
Order No. Model A B C D E N.W.
54130-10 175 100 85.4 75 a7
5413045 | TS | >y | 4| 3y 3 | ——785| 103kg
54130-20 150 150 85.4 100
54130-25 | S90S 6 6 3.4 5 185 127kd
5413022 250 125 85.4 100 47
~="—Ba13027 | SPO10S 10 5 34 i a5 | 18.3kg
54130-30 300 150 85.4 100 47
54130-35 |  SP612S 12 6 3.4 5 185] 670 P
54140 csPs ) Compound Sine Plate With Fine Magnetic Chuck ?&
m
=
Features: 2
(0]
b Base is hardened with precision ground and high °
rigidity. 4

b Parallelism within 0.003mm /100mm

A Center distance of rolls within 0.005mm.

b Adjustable angle 0-60°For sine angle calculation
refer to 55070

_Pitch(0.5+1.5)

(LTI ‘“T
o] e B
® 1l ©
i - - —F
Metric L D J . E _|
Inch A B
Order No. Model A B (05 D E F N.W.
5414010 — 175 100 123.7 100 75 47
" 5414015 | CSPATS 7 4 49 5 3 1.85 13:5kg
54140-20 150 150 1237 1100 100 47
54140-25  C©SP66S 6 5 49 5 5 1.85 16-8kg
5414022 250 125 1237|200 100 a7
54140-27,  C©SP510S 10 5 49 5 4 {85 23.4Kg
54140-30 300 150 1237 — 1200 100
54140-35  CSP612S 12 6 49 10 5 | 477 gs| 33.1kg




Sine Magnetic Chuck

54150 MSP _:ﬁi:-= Sine Plate With Fine Magnetic Chuck

PAT. 191154 Features:
ALERRTI0N MSP612S A This magnetic chuck is user-friendly and high
MSPE6S _——'\ precision auxiliary tools.
A Tiny workpiece can be attracted with pole pitch
ey 1.5mm.
M- b Parallelismwithin 0.003mm /100mm

b Center distance of rolls within 0.005mm.
A Adjustable angle 0-60”For sine angle calculation
referto 55070
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Metric B
Inch
Order No. Model A B C D E F N.W.
54150-10 174 78 74 50 40 130
10 risoqs| MoPsss  [174-7I78 29 2 1.58 5 | 6-5kg
54150-20 225 102 84 75 47 175
Bais0-25| MSP4IS 9 4 e : 1.85 7| kg
54150-30 200 152 84 100 47 150
e 5a150.35|  MSP66S ~ 8 6| 33 5| 185 6 | 148k
'54150-40 300 127 84 100 47 250
5415045  MSPS10S 12 5 33 4 1.85 10| 20kg
54150-50 350 102 84 75 47 300
//5415055 MSP412S 14 4 3.3 3 1.85 /12 20.3kg
54150-60 350 152 84 100 47 300
5415065  MSP612S 14 5 33 5 1.85 12| 27-5kg

54160 _CMSP)
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Features :

b Base is hardened with precision ground and high
rigidity.

F

| _Pitch(05+15) |

A Parallelism within 0.003mm / 100mm i

b Center distance of rolls within 0.005mm. m !

A Adjustable angle 0-60°For sine angle calculation & 2
referto 55070
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Metric | D E
Inch 3 B ‘ t A
Order No. Model A B (o3 D E F G N.W.
54160-10 177~ 1122_— 11077 | 50 100_—130_—| 40
16010 o015 | OMSP3sS el 48| —a2 2 3 5| 158 10kg
54160-20 225 1150 121 75 150 — 175 | 47
54160-25 | CMSP47S 9 6 48 s 5 7 | 185 16kg
5416030 _ 200 |200_— |121_— |100_—|150_— |150_— | 47
—54160-35 | CMSPEES | =, [T a8 5 5 6| 185 209K
54160-40 1211100200 | 250
5416045 | CMsPsios 300 1175 48 4 10 10/ #7185 28kg
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54170 MSPSA ) Fine-tuning Sine Magnetic Chuck

MSP35SA

r

MSP47SA

Features:

A This magnetic chuck has fine-tuning function with
high accuracy and high stability.

A Tiny workpiece can be attracted with pole pitch
1.5mm.

b Parallelism within 0.003mm/100mm

A Adjustable angle 0-55°For sine angle calculation
referto 55070.

MSPB6SA
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Pitch(0.5+1.5)
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| | Unit:mm
Order No. Model A B c D E N.W.
54170-35 MSP35SA 130 79 83 50 37 5.6kg
54170-47 MSP47SA 175 100 90 7:) 41 10.5kg
54170-66 MSPE6SA 150 150 106 100 45 16.4kg
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Magnetic Chuck

54180 MTW )  Super Thin Type Permanent Magnetic Chuck

Features :

b Suitable for grinding, EDM and projection grinding
machine.

h Thin & light in terms of dimensions.

b Water resistance.

b Apply by turns when mass production, increasing
50% efficiency.

Pitch(1+1)
L ’ ]

—— &
e — [1a]

Tt fL[
| L2 |
Unit:mm

Order No. Model Spec. B L L1 Pitch L2 H N.W.
54180-305 MTW305 70X130 130 I 130 2.2ky
54180-307 MTW307 70X175 L 175 122 175 30 2.9kg
54180-408 MTW408 100X200 100 200 147 220 5.7kg
54180-606 MTW6E06 150X150 150 97 Aghel) 150 6.4kg
54180-608 MTW608 150X200 150 200 147 220 36 8.5kg
54180-610 MTW8E10 150X250 250 197 270 10.6kg

54190 MTS ) Super Thin Permanent Magnetic Chuck (stainless steel)

Features :

b Suitable for grinding, EDM and projection grinding
machine.

A Thin & light in terms of dimensions.

A Water resistance.

A Apply by turns when mass production, increasing
50% efficiency.

b Stainless steel pole pitch.Made of stainless steel.

Pitch(0.4+1)

L 10
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Unit:mm
Order No. Model Spec. L L1 Pitch L N.W.
54190-305 MTS305 70X 130 130 77 130 2.2kg
1.4(0.4+1
54190-307 MTS307 70X 175 175 122 ( ) 175 2.9ka























































































































































